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PAVE. IL UBBASE BASE URFACE
IDENT. CLASS GRADE COURSE COURSE COURSE OVERLAY MAX. GROSS LOAD (LBS) REMARKS
CLASS SINGLE | DUAL |DUAL TAN.
RUNWAYS
R-11 E-7,CBR=2 F7 [11” P=152] fi1h ke | 4" P—401 12,500 <4
TAXIWAYS
-3 E-7 F7 6" AGG. P—609 4,000
T-11 E-7,BR=2  F7 [11” P=152] §tfi%ke | 4" P—401 12,500 <
APRONS
A-2 E-7 F7 6" AGG. P—609 4,000
A-11 E-7,CBR=2 F6/7 8” AGG. 37 P—401 37 P—401 | 12,500

REMARKS:

P—410 = OPEN GRADED EMULSIFIED SURFACE OVERLAY
> ADAP—01, 1979, RECONSTRUCT AND EXTEND RUNWAY, CONNECTING TAXIWAY, AND APRON.
[}AIP—OL 1985, REHABILITATED ALL PAVEMENTS.

B> AIP—02, 1989, P—402 OVERLAY TO R—1, R—2, T—1, A—1 AND A—3; NO STRENGTH ADDED BECAUSE
P—410 WAS IN POOR CONDITION.

B> AIP—03, 2001, RECONSTRUCT RUNWAY 12—30 (R—11), CONSTRUCT PARALLEL TAXIWAY (T—11), AND
OVERLAY APRON (A—11).
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